Oprawy hasufitowe / Surface mounted light fittings

ZCZK 418V SPORT 1

=

L : |

Korpus: biata blacha stalowa (RAL9003) malowana metoda
proszkowa.

System optyczny:
V - raster z wysokopolerowanej blachy aluminiowej z mato-
Wwymi poprzeczkami
B -raster z biatej blachy stalowej
Raster wzmocnhiony trzema { SPORT3) lub jednym ( SPORT1)
drutem nad kazda swietiowka, co gwarantuje bezpie-
czenistwoi odpornosé uderzeniowa oprawy

Wyposazenie elektryczne:
oprawy kompensowane, ze statecznikiem EEl = B
(wykonanie standardowe)

EVG - statecznik elektroniczny

EVGSA - EVGregulator analogowy 1-10V

EVGSD - EVG regulator cyfrowy
Przeznaczenie:

- do montazu nasufitowego

- sale gimnastyczne, ohiekty sportowe
Warianty:

Aw - uktad awaryjny
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Body: white painted (RAL 9003) metal sheet.

Optic:
V - louver of high polished aluminium with mat aluminium
cross blades

B - white parabolic louver 3 wires ( SPORT3 ) or 1 wires
(SPORT1) eachfluorescent lamp

Wiring:
compensated, ballast cat. B (standard wiring)
EVG- high frequention ballast
EVGSA-HFBanalogdim (1-10V)
EVGSD - HFE digital dim
Application:
these lightfittings can be used as surface mounted.
these light fittings are designed for gyms, sporthalls
Versions:
Aw —emergency source

( % # W A B X Y C kg )
ZCZK136* EVG, Aw 2x36 1255 220 760 107 85 4
ZCZK236* EVG, Aw 2x36 1255 300 760 186 85 6
ZCZK336* EVG, Aw 3x36 1255 450 1040 335 85 10,5
ZCZK436* EVG, Aw 4x36 1255 650 1040 540 85 11
ZCZK158* EVG, Aw 1x58 1555 220 1220 107 85 6,5
ZCZK258* EVG, Aw 2x58 1555 650 1220 186 85 7.5
ZCZK358* EVG, Aw 3x58 1555 450 1220 335 85 14

L ZCZK458* EVG, Aw 4x58 1555 650 1220 540 85 15 J

* —kod obejmuje V , B, SPORT 1 lub SPORT 3/ code with V, B or SPORT 1, SPORT 3
# — poszczegolne pozycje kodu do zamowienia / add to the basic code

Wiecej informacji: www.ltv.net.pl
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