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Seria nagrzewnic FUH to wysokowydajne urządzenie 
w  kompaktowej obudowie przeznaczone do ogrzewania
dużych pomieszczeń. Walory konstrukcyjne nagrzewnicy 
FUH pozwalają dobrać odpowiedni model dostosowany 
do wymagań kilenta pod wzgledem mocy i wydajności.

	

	

	

	

	

	

	

 

 

  

 

 

 

 

CECHY

• Stopień szczelności IP56

• Zabezpieczenie przed przegrzaniem

• Regulowany kąt ustawienia żaluzji

• Opcjonalny termostat sterujący temperaturą
      pomieszczenia

• Zakres temperatury otoczenia  -40°C do +40°C

• Do zasilania prądem 480V

• 2 x 25mm dławnice kablowe

 

	
	
	
	
	
	
	
	
	
	
	

 

 

 

 

 

 

 

 

 

 

 

ZASTOSOWANIE

• Składy amunicji
• Pokłady wiertnicze
• Statki produkcyjne
• Zapobieganie zamarzaniu
• Platformy podnośnikowe
• Chłodnice oleju turbin gazowych
• Platformy wiertnicze
• Rafinerie
• Zakłady pertochemiczne
• Oczyszczalnie ścieków
• Instalacje odzysku rozpuszczalników

Certyfikaty ATEX  II 2 G
Ex d IIC T3 Gb for use in Zone 1 and 2 areas

CU TR (EAC)
1Ex db IIC T3 Gb
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Blacha stalowa malowana na szaro

W razie potrzeby grzejniki mogą być sterowane zdalnie za pomocą termostatów EXHEAT przeznaczonych do 
działania w strefach zagrożonych wybuchem.

Elementy grzejne typu prętowego składające się z drutu oporowego niklowo-chromowego 80/20,
zagęszczonego proszku izolacyjnego z tlenku magnezu o wysokiej czystości, zamkniętego w metalowej osłonie
ze stopu Incoloy 825

9kW do 30kW

Grzejnik i silnik: 380V do 415V lub do 440V dla mocy 9kW, 12kW i 15kW; model o mocy 30kW 3 fazowe (w 
ukadzie gwiazda); model 20kW 3 fazowe (w układzie DELTA); na życzenie model 480V,3 fazowy, 3 przewody
w układzie DELTA
Sterowanie: 1 fazowe do 230V

Nagrzewnica pomieszczeń - FUH Ognioodporne nagrzewnice 
wentylatorowe
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The FUH range offers a compact high capacity air heating 
solution that is suitable for large premises. The flexible 
design allows for the FUH to be supplied according to the 
capacity requirements and power supply of the client.

FEATURES

•	 Available weatherproof to IP56

•	 Over-temperature protection

•	 Adjustable angle outlet louvres

•	 Optional room temperature control thermostat

•	 Suitable for ambient temperatures from -40°C to +40°C

•	 Available for current offshore standard 480V supplies

•	 2 x 25mm (plugged) cable entry provided as standard

TYPICAL APPLICATIONS

•	 Ammunition stores
•	 Drilling floors
•	 FPSOs
•	 Frost protection
•	 Jack-up rigs
•	 Lube oil coolers for gas turbines
•	 Offshore platforms
•	 Oil refineries
•	 Petrochemical plants
•	 Sewage plants
•	 Solvent recovery plants

Certification ATEX  II 2 G
Ex d IIC T3 Gb for use in Zone 1 and 2 areas

CU TR (EAC)
1Ex db IIC T3 Gb

Casing Grey powder coated steel

Controls If required, the heaters can be controlled from the EXHEAT Industrial range of remote mounted thermostats 
available for use in hazardous areas

Elements Rod-type heating elements comprising 80/20 nickel chrome resistance wire, compacted high purity magnesium 
oxide insulating powder and encased in Incoloy 825 metal sheath

Rating 9kW to 30kW

Voltage Heater and motor: 415V supply suitable for use from 380V to 415V and up to 440V for 9kW, 12kW and 15kW 
units; 30kW model 3 phase (4 wire STAR); 20kW model 3 phase (3 wire DELTA); 480V available on request, all 
3 phase, 3 wire DELTA
Controls: Up to 230VAC, 1 phase

Space Heaters - FUH Flameproof Fan Heaters
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