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FLR to elektryczny grzejnik żebrowany napełniony 
cieczą. Zaprojektowany do pracy w strefach 
zagrożenia wybuchem 1,21 i 2,22 ze szczególnym 
uwzględnieniem pyłów. Model FLR-A posiada w 
zestawie zewnętrzny termostat do rgulacji 
temperatury.

	
	

	

	

	

	

	

	

	

	

	

 

 

 

 

 

 

 

 

 

 

 

CECHY

• Certyfikaty ATEX, CU TR (EAC)
• Niska temperatura powierzchni

• Certyfikat szczelności IP6X

• Zintegrowany termostat do kontrolowania temperatury

• Montaż na podłodze

• Grzejnik wypełniony mieszanką wody i glikolu

• Zakres temperatury otoczenia -20°C do +40°C

• Wytrzymała konstrukcja

• Zabezpieczenie przed nagrzewaniem się powierzchni
      grzejnika ponad 80°C

• Opcjonalnie zewnętrzny termostat

• Dławnice kablowe 2 x 25mm

 

	
	
	
	
	
	
	

ZASTOSOWANIE

• Składy amunicji
• Zakłady chemiczne
• Pomieszczenia o dużym zapyleniu
• Składy materiałów wybuchowych
• Fabryki wyrobów pirotechnicznych
• Laboratoria
• Cukrownie

Certyfikaty ATEX  II 2 G/D
Ex d IIC T6 Gb (Gas) suitable for Zones 1 and 2
Ex t IIIC T85°C Db (Dust) suitable for Zones 21 and 22

CU TR (EAC)
1Ex db IIC T6 Gb X
Ex tb IIIC T85°C Db X

Sterowanie 

Wyposażenie

 Obudowa

Montaż 

Radiator

 Moc

 Zasilanie 
 

Wstępnie ustawiony termostat kontrolujący temperaturę powierzchni grzejnika i ręcznie resetowany
ogranicznik temperatury (opcjonalnie termostat regulowany zewnętrznie)

Pręt ze stali nierdzewnej 321 o długiej żywotności, składający się z wysokiej jakości drutu oporowego niklowo-
chromowego 80/20,zagęszczonego proszkiem izolacyjnym z tlenku magnezu

Odlew aluminiowy malowany na szaro/pamarańczowo

Montowany na podłodze lub za pomocą uchwytów na ścianie.

Stalowy malowany proszkowo na kolor biały RAL 9016

1kW, 2kW lub 3kW

1 fazowe: 230V - 240V
Tolerancja: +0/-10%

   Nagrzewnice pomieszczeń - FLR
Ognioodporne nagrzewnice wypełnione cieczą 
do pomieszczeń i kontenerów



Contents

www.exheat-industrial.com

The FLR range of liquid filled electrically heated 
radiators has been specifically designed to provide 
heating in Zones 1 and 2 or Zone 21 and 22 hazardous 
areas where airborne dust particles are of particular 
concern. Our FLR-A range comes complete with an 
externally adjustable control thermostat.

FEATURES

•	 Certified to ATEX, CU TR (EAC)
•	 Low surface temperature

•	 Certified weatherproof protected to IP6X

•	 Integral preset surface temperature control thermostat

•	 Floor mounting

•	 Radiator filled with water/glycol mix

•	 Suitable for ambient temperatures from -20°C to +40°C

•	 Robust construction

•	 Manual reset over-temperature cut-out fitted to ensure 
radiator surface temperature never exceeds 80°C

•	 Optional externally adjustable control thermostat

•	 2 x 25mm (plugged) cable entry provided as standard

TYPICAL APPLICATIONS

•	 Ammunition depots
•	 Chemical plant warehouses
•	 Dusty environments
•	 Explosive stores
•	 Firework factories
•	 Laboratories
•	 Sugar refineries

Certification ATEX  II 2 G/D
Ex d IIC T6 Gb (Gas) suitable for Zones 1 and 2
Ex t IIIC T85°C Db (Dust) suitable for Zones 21 and 22

CU TR (EAC)
1Ex db IIC T6 Gb X
Ex tb IIIC T85°C Db X

Controls Preset radiator surface temperature control thermostat and manual reset safety temperature limiter (optional 
externally adjustable control thermostat)

Elements Long life 321 stainless steel rod-type, comprising high quality 80/20 nickel chrome resistance wire, compacted 
in magnesium oxide insulating powder

Enclosure Cast aluminium finished in orange/grey

Mounting Floor standing with welded-on feet and wall retention brackets

Radiator Pressed steel with white powder coated finish to RAL 9016

Rating Standard heater ratings 1kW, 2kW and 3kW

Voltage 1 phase: 230V to 240V
Voltage tolerance: +0/-10%

Space Heaters - FLR
Flameproof Liquid Filled Room/Container Radiators
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