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Seria podgrzewaczy HEWL i HEOL jest zaprojektowana do podgrzewania wszystkich płynów technologicznych, które nie 
powodują korozji materiałów konstrukcyjnych.
Zapewniają czystą i wydajną metodę ogrzewania w zastosowaniach z  masowym przepływem cieczy.

Konstrukcja

Moc    

Stopień szczelności IP66

Do 200kW (HEWL); do 120kW
(HEOL), zależnie od potrzeb

 Zbiornik

Izolacja

 Stal miękka lub stal nierdzewna 316 

Wełna mineralna

Ciśnienie robocze Maksymalne ciśnienie robocze do 10 barg/145 
psig, (podlega parametrom projektowym)

Okładzina Stucco aluminium

   Przepisy projektowe

Wyposażenie

    

 

Sound Engineering Practice (SEP) Zasilanie Do 690V, podlega parametrom projektowym

Incoloy800 lub 825, 316L lub 304 stal nierdzewna, typ pręta w osłonie (HEWL), lub wymienny rdzeń ceramiczny 
umieszczony w stali miękkiej lub 316 stali nierdzewnej, lub typ wkładu umieszczony w stali nierdzewnej 316 (HEOL)

 

 

 

 

 

 

 

 

 

 

 

 

CECHY

• Izolacja termiczna i okładziny

• Stopień szczelności IP66

• Wewnętrzne termostaty sterujące i zabezpieczenie
przed przegrzaniem

• Możliwość wykonania w wersji do stref zagrożenia
wybuchem przy wykorzystaniu serii grzałek FP

• Wykorzystanie różnych materiałów do konstrukcji

• Przeznaczony do montażu w poziomie (mocowania
w pionie na życzenie)

	

 
 
 
 
 
 
 
  

 

 

 

 

 

 

 

 

        

 

 

 

 

 

 

 

 

 

 

ZASTOSOWANIE

• Wstępne podgrzewanie płaszcza silnika
• Olej opałowy
• Oleje do wymiany ciepła
• Pośrednie ogrzewanie cieczy
• Procesy przemysłowego mycia i płukania
• Wstępne podgrzewanie oleju smarowego
• Utrzymanie temperatury zbiorników
• Odpuszczanie niskogatunkowych olejów

odpadowych do palników i silników
• Systemy ogrzewania podłogowego

LO EH W /LEH-Nagrzewnice linowe 



EXHEAT Standard Products

The HEWL and HEOL range of line heaters is suitable for heating all process fluids which are non-corrosive to the materials 
of construction. They provide a clean and efficient heating method for bulk liquid flow applications.

Construction Weatherproof protection to IP66 Vessel Mild steel or 316 stainless steel

Rating Up to 200kW (HEWL) and up to 120kW 
(HEOL), subject to application

Insulation Mineral wool

Working Pressure Up to 10 barg/145 psig, subject to design 
parameters

Cladding Stucco aluminium

Design Code Sound Engineering Practice (SEP) Voltage Standard supplies up to 690V, subject to 
design parameters

Element Incoloy 800 or 825, 316L or 304 stainless steel, sheathed rod type (HEWL), or removable ceramic core type 
housed in mild steel or 316 stainless steel, or cartridge type housed in 316 stainless steel (HEOL)

FEATURES

• Thermal insulation and cladding

• Weatherproof terminal enclosure with protection to IP66

• Internal control thermostats and over-temperature 
thermostat

• Also available in flameproof construction for 
hazardous areas utilising the FP range

• Alternative materials of construction available

• Designed for horizontal installation (vertical mounting 
version available on request)

TYPICAL	APPLICATIONS

• Engine jacket pre-heating
• Fuel oil
• Heat transfer oils
• Indirect heating of liquids
• Industrial washing and rinsing processes
• Lube oil pre-heating
• Temperature maintenance of storage tanks
• Tempering of low grade residual oils for burners 

and  engines
• Under floor heating schemes

Line Heaters - HEWL/HEOL Line Heaters
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