
 

Seria przyrządów HIH została zaprojektowana tak, aby pomieścić produkty większości producentów montowanych na
głowicy przetworników procesowych lub bloków przyłączeniowych. EXHEAT Industrial preferuje wykorzystanie produktów 
firmy WIKA®, jednakże istnieje możliwość dostarczenia pustych obudów, na życzenie, zastosowanie transmiterów firm 
takich jak Siemens®, Rosemount® lub Yokogawa®.

Posiadają cerfyfikaty dopuszczające do pracy w strefie zagrożenia 1 i 2 (IIA, IIB, IIC dla gazów), lub strefie 21 i 22 
(IIIA, IIIB, IIIC dla pyłów).

WIKA jest zastrzeżonym znakiem towarowym firmy WIKA Alexander Wiegand 
GmbH Siemens jest zastrzeżonym znakiem towarowym firmy Siemens 

AGRosemount jest zastrzeżonym znakiem towarowym firmy Rosemount Inc.
Yokogawa jest zarejestrowanym znakiem towarowym Yokogawa Electric Corp.

 

	

	

	

	

	

 

 

 

 

 

ZASTOSOWANIE

• Pomiar i wyświetlanie temperatury dla wszystkich
zastosowań

• Odpowiednie do wszystkich głównych marek
przetworników procesowych montowanych na głowicy

• Pomiar temperatury procesu w strefie niebezpiecznej

• Dostępne zestawy osłon termometrycznych

• Budowa maszyn i urządzeń, energetyka,
ciepłownictwo, wentylacja i chłodnictwo

	

	

	

	

	

	

	

 

 

 

 

 

 

 

CECHY

• Certyfikat zgodności z dyrektywąATEX dotyczącą
urządzeń i normą IECEx     II 2 G/D Ex d IIC T6 (gaz)
Ex tD A21 T85°C (pył)

• Certyfikat CU TR (EAC)

• Stopień ochrony IP66

• Obudowa ze stali nierdzewnej 316

• Opcjonalny wziernik dla wyświetlaczy LCD przetwornika

• Przepusty kablowe M20 (2 standardowe, 4 maksymalne)

• Odpowiednie dla temperatur otoczenia w zakresie od
-50°C do +60°C

Czujniki/Sterowanie temperatury -
Obudowy ognioszczelne do przetworników HIH



EXHEAT Standard Products

The HIH range of instrument enclosures are designed to accommodate most makes of head mounted process transmitter or 
termination block. EXHEAT Industrial promotes the use of its preferred range of WIKA® temperature transmitters, however 
empty enclosures can be supplied or, on special request, other makes of transmitter such as Siemens®, Rosemount® or 
Yokogawa® can be installed.

The range of HIH instrument enclosures are certified for use in hazardous areas where the atmosphere is classified as a 
Zone 1 or 2 (IIA, IIB, IIC) gas group, or a Zone 21 or 22 (IIIA, IIIB, IIIC) dust group.

WIKA is a registered trademark of WIKA Alexander Wiegand GmbH
Siemens is a registered trademark of Siemens AG

Rosemount is a registered trademark of Rosemount Inc
Yokogawa is a registered trademark of Yokogawa Electric Corp

TYPICAL APPLICATIONS

•	 Temperature measurement and display for all 
applications

•	 Accommodates all major brands of head mounted 
process transmitter

•	 Hazardous area process temperature measurement

•	 Thermowell assemblies available

•	 Machinery and plant construction, power engineering, 
heating, ventilation, and refrigeration

FEATURES

•	 Certified to meet the ATEX Equipment Directive 
and IECEx     II 2 G/D Ex d IIC T6 (Gas) Ex tD 
A21 T85°C (Dust)

•	 CU TR (EAC) certified

•	 Ingress protection IP66

•	 316 stainless steel enclosure

•	 Optional viewing window for transmitter LCD displays

•	 M20 cable entries (2 standard, 4 maximum)

•	 Suitable for ambient temperatures from -50°C to +60°C

Temperature Sensors/Controls -
HIH Flameproof Transmitter Enclosures
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