
 
    

  
    

Model MFH ‘The Bulldog’ jest pierwszą prawdziwe przenośną 
nagrzewnicą z nadmuchem do stref zagrożonych wybuchem. 
Zaprojektowany z myślą o funkcjonalności i prostocie działania. 
Strefy zagrożenia wybuchem  1/2 (IIB+H2) lub 21/22 (IIIC).

Certyfikowany zgodnie z najnowszymi standardami EN ISO 
80079-36 i EN ISO 80079-37. Nagrzewnica Bulldog jest 
gotowa do użytku jako ‘plug and play’ z opcją podłączenia 
wtyczki lub ze stałym okablowaniem do jednostki izolacyjnej.

	

	

	

	

	  

	

 

       
        

 
           

       

        

 

 

 

 

   

 

 

CECHY

• Trwała i sztywna obudowa nadaje się do użytku
zarówno na lądzie jak i w warunkach morskich.

• Lekka i przenośna konstrukcja nagrzewnicy może być
przenoszona i obsługiwana przez jedną osobę.

• Moc do 6 kW. Strumień powietrza z nagrzewnicy można
skierować na osoby znajdujące się w dużym pomieszczeniu, 
lub zapewnić komfortową temperaturę w średniej wielkości 
pomieszczeniu.

• Nagrzewnica Bulldog dzięki przemyślanej konstrukcji może
zapewnić odczuwalnie cieplejsze powietrze aż do 5m od
urządzenia.

• Zakres temperatury otoczenia od -40ºC do +40°C.

• Dostępne w klasach temperatur T3 i T4.

 

	
	
	
	
	
	
	
	
	

 

 

 

 

 

 

 

 

 

ZASTOSOWANIE
• Ogrzewanie miejscowe
• Platformy wiertnicze
• Rafinerie
• Składy farb
• Platformy produkcyjne
• Komory lakiernicze

Nagrzewnice pomieszczeń - MFH 'The Bulldog' 
przenośna nagrzewnica wentylatorowa

Certyfikaty ATEX/IECEx/CU TR (EAC)
 II 2 G D Ex h

Ex db eb IIB+H2 T3...T4 Gb 
Ex tb IIIC T200°C...T135°C Db

CSA  (USA)
Approval upcoming

Wykonanie

Montaż

Zasilanie

Wyposażenie

Wymiary

Stopień szczelności

Waga

Znak towarowy

 
 
 
 
 

 

 
 
 

 

   

 
 
 
 
 

   

Casing: PA66 30% z ekranowaniem EMI
Impeller: PA66 30% z ekranowaniem EMI z aluminiową piastą pokrytą żywicą epoksydową
Ex d obudowa: galwanizowane aluminium
Ex e obudowa: stal nierdzewna
Obudowa silnika: aluminiowa pokryta farbą epoksydową

Regulowane nóżki pozwalają ustawić nagrzewnicę nawet na nierównej powierzchni

1 fazowe 110V do 277V, 3 fazowe 380V do 690V 50/60Hz

Ożebrowane elementy rurowe ze stali nierdzewnej

Długość 475mm, szerokość 470mm, wysokość 530mm

IP65

28kg, wyłączając okablowanie i akcesoria

EU IPO trademark registration number 06118069



EXHEAT Standard Products

EXHEAT Industrial’s MFH ‘The Bulldog’ is the world’s first truly 
portable hazardous area fan assisted heater, combining efficient 
design with simple functionality to provide a portable heating 
solution for use in Zone 1/2 (IIB+H2) or Zone 21/22 (IIIC) 
hazardous atmospheres.

Certified to the new EN ISO 80079-36 and EN ISO 80079-37 
standards for constructional safety, The Bulldog comes ready to 
‘plug and play’ with the option of fitting a plug, or hard wiring to 
an isolator unit.

FEATURES

•	 Compact and rigid housing suitable for both onshore and 
offshore usage.

•	 Portable and lightweight, allowing for single user 
manipulation/operation. Can be supplied on a long flying 
lead to get heat where you need it.

•	 Up to 6kW. The heater can be directed at an engineer working 
in a larger space, or at the same time, warm a mid-sized 
room to a comfortable operating temperature for all within.

•	 The Bulldog’s design increases efficiency, providing a 
warmer flow of air for the operator at up to 5m.

•	 Suitable for ambient temperatures as low as -40ºC 
and up to +40°C.

•	 Available in T3 and T4 temperature classes.

TYPICAL APPLICATIONS

•	 Fabric Maintenance
•	 Localised Heating
•	 Offshore Containers
•	 Oil Drilling
•	 Oil Refineries
•	 Paint Curing
•	 Paint Store
•	 Production Platforms
•	 Spray Booth

Space Heaters - MFH ‘The Bulldog’ Portable Fan Heater

Certification ATEX/IECEx/CU TR (EAC)
 II 2 G D Ex h

Ex db eb IIB+H2 T3...T4 Gb 
Ex tb IIIC T200°C...T135°C Db

CSA  (USA)
Approval upcoming

Main Materials Casing: PA66 30% with EMI shielding
Impeller: PA66 30% with EMI shielding with epoxy coated aluminium hub
Ex d Enclosure: Anodised extruded aluminium
Ex e Enclosure: Stainless steel
Motor Housing: Epoxy coated aluminium

Mounting Adjustable feet at each corner allow for a stable standing on uneven surfaces

Voltage Single phase 110V to 277V, three phase 380V to 690V 50/60Hz

Element Finned stainless steel tubular elements

Dimensions Length 475mm, width 470mm, height 530mm

IP Rating IP65

Weight 28kg each, excluding cable and any optional components

Trademark EU IPO trademark registration number 06118069
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