
TrEX
       

    

Korpus: 
biała blacha stalowa (wh = RAL 9003)
opcjonalnie INOX (AISI 304)
Klosz: 
opalizowane hartowane szkło bezpieczne
LED:
CRI>80, 4000 K (standard)
opcjonalnie CRI>80, 6000K
Wyposażenie elektryczne:
Driver prądowy LED
ND – nieściemnialny (standard)
WOD – bez rozłącznika
D – z rozłącznikiem
dławnice kablowe M20 ×1,5 z tworzywa, ATEX
Zastosowanie: 
Hale magazynowe i montażowe ze strefami zagrożenia wybuchem, 
obszary z agresywną chemicznie atmosferą
Informacje dodatkowe: 
oprawa przeznaczona do temperatury otoczenia ta -40oC do 55oC
Ex II 2G Ex eb mb op is IIC T4 Gb – wersja WOD
Ex II 2G Ex db eb mb op is IIC T4 Gb – wersja D
Ex II 2D Ex tb IIIC T 68°C IP66 Db
Dodatkowe warianty wykonania (&):
dławnice kablowe M20 ×1,5 lub M25×1,5 metalowe, ATEX
1-fazowe lub 3-fazowe okablowanie przelotowe
Akcesoria:
62698 TrEx frame – ramka do montażu podtynkowego
62690 TrEx suspension 1 – uchwyt do montażu na ścianie
62692 TrEx suspension 2  - uchwyt regulowany
62694 TrEx suspension 3 – uchwyt nasufitowy
inne akcesoria na zapytanie

Body: 
steel sheet, white colour (wh = RAL 9003)
optionally  INOX (AISI 304)
Diffusor: 
satinized tempered safety glass
LED:
CRI>80, 4000 K (standard)
optionally CRI>80, 6000K
Wiring:
LED current driver
ND - not-dimmable LED driver (standard)
WOD – without disconnector
D – with disconnector
cable  glands:  plastic  ATEX  cable  glands M20×1,5
Application: 
for industrial premises like chemical factories, plants for processing of 
gases and oil, power plants, army facilities, automotive factories, 
laboratories and other facilities of heavy and mechanical engineering
Note: 
suitable for work in conditions ta -40oC up to 55oC
Ex II 2G Ex eb mb op is IIC T4 Gb – WOD version
Ex II 2G Ex db eb mb op is IIC T4 Gb –  D version
Ex II 2D Ex tb IIIC T 68°C IP66 Db
Additional versions (&):
Cable  glands:  metal  or  armoured  ATEX  cable  glands M20×1,5 
 or M25×1,5
1 or 3 phase wiring cables for through-wiring
Accessories:
62698 TrEx frame – recessed frame for false ceiling
62690 TrEx suspension 1 – side suspension
62692 TrEx suspension 2  - adjustable side suspension
62694 TrEx suspension 3 – ceiling suspension
on request: another accessories

TrEx frame
standardowe oczko M6 /

suspension eye M6
TrEx suspension 3 TrEx suspension 2

TrEX
TrEX 2.2ft 5000/840



klosz / cover detale / details

W lm* lm/W ta A D kg

TrEx 1.2ft 3200/8?0-#-$ 19 3200/2350 123 -40oC –  55oC 730 350 8,3

TrEx 1.2ft 4400/8?0-#-$ 27 4400/3360 124 -40oC –  55oC 730 350 8,3

TrEx 1.4ft 6400/8?0-#-$ 35 6400/4700 134 -40oC –  55oC 1300 700 14,6

TrEx 1.4ft 8800/8?0-#-$ 50 8800/6720 134 -40oC –  55oC 1300 700 14,6

TrEx 1.5ft 8000/8?0-#-$ 40 8000/5880 147 -40oC –  55oC 1580 700 17,3

TrEx 1.5ft 11000/8?0-#-$ 59 11000/8400 142 -40oC –  55oC 1580 700 17,3

TrEx 2.2ft 6400/8?0-#-$ 35 6400/4700 134 -40oC –  55oC 730 350 8,9

TrEx 2.2ft 8800/8?0-#-$ 50 8800/6720 134 -40oC –  50oC 730 350 8,9

TrEx 2.4ft 12800/8?0-#-$ 67 12800/9400 140 -40oC –  55oC 1300 700 16,0

TrEx 2.4ft 17600/8?0-#-$ 100 17600/13440 134 -40oC –  50oC 1300 700 16,0

TrEx 2.5ft 16000/8?0-#-$ 80 16000/11760 147 -40oC –  55oC 1580 700 18,9

TrEx 2.5ft 22000/8?0-#-$ 121 22000/16800 138 -40oC –  50oC 1580 700 18,9

* - wartość strumienia ze źródła/z oprawy (dotyczy standardowej oprawy) / luminous flux of LEDs/of light fitting (for standard TrEX version)
Pozycje kodu do zamówienia / add to basic code: ? - 4=4000K, 6=6000K; # - D, WOD; $ - wh, INOX; 

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.


