
OPRAWA BELTR

Nasufitowe oprawy z kloszem / Surface mounted light fittings with cover

BELTR 236 OP
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Korpus:

Biała blacha stalowa (RAL9003) malowana metodą proszkową z
plastikowymi zakończeniami (ABS)

System optyczny (#):
OP – klosz opalizowany z poliwęglanu (PC)
KR – klosz pryzmatyczny

Wyposażenie elektryczne (&):
KVG – statecznik EEI = B
EVG – statecznik elektroniczny
EVGSA – EVG regulator analogowy 1-10V
EVGSD – EVG regulator cyfrowy

Przeznaczenie:
- do montażu nasufitowego lub na zwieszakach

Wariant:
P – okablowanie przelotowe

Body:
White painted (RAL 9003) metal sheet with plastic-made
endcups (ABS).

Optic (#):
OP – opalized polycarbonate cover
KR – transparent polycarbonate cover

Wiring (&):
KVG – ballast cat. B
EVG – high frequention ballast
EVGSA – HFB analog dim (1-10 V)
EVGSD – HFB digital dim

Application:
These fittings can be used as  surface mounted or suspended.

Versions:
P – continuous assembly (through wiring)

W & A D h kg

BELTR 118 # 1×18 KVG, EVG, SA, SD, P 635 450 82 0,6

BELTR 218 # 2×18 KVG, EVG, SA, SD, P 635 450 58 1,2

BELTR 136 # 1×36 KVG, EVG, SA, SD, P 1245 900 82 1,1

BELTR 236 # 2×36 KVG, EVG, SA, SD, P 1245 900 58 1,6

BELTR 158 # 1×58 KVG, EVG, SA, SD, P 1545 900 82 1,3

BELTR 258 # 2×58 KVG, EVG, SA, SD, P 1545 900 58 1,9

BELTR 114(24) # 1×14(24) EVG, SA, SD, P 595 450 82 0,5

BELTR 214(24) # 2×24(24) EVG, SA, SD, P 595 450 58 0,9

BELTR 128(54) # 1×28(54) EVG, SA, SD, P 1195 900 82 1,1

BELTR 228(54) # 2×28(54) EVG, SA, SD, P 1195 900 58 1,6

BELTR 135(49,80) # 1×35(49,80) EVG, SA, SD, P 1495 900 82 1,4

BELTR 235(49,80) # 2×35(49,80) EVG, SA, SD, P 1495 900 58 2,0

Pozycje kodu do zamówienia / add to basic code: #, &

Więcej informacji / more info www.ltv.net.pl
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