EFEKTA ES

Podtynkowa oprawa LED

Korpus:

Malowana na biato lub czarno blacha stalowa

System optyczny:

PC odbtysnik + przezroczyste soczewki PMMA

B50 — biaty odbtys$nik z soczewkami 50°

B80 — biaty odbtysnik z soczewkami 80°

C50 — czarny odbtysnik z soczewkami 50°

C80 — czarny odbtysnik z soczewkami 80°

Montaz:

montaz podtynkowy w sufitach M600 lub M625

uzycie akcesoriow dodatkowych umozliwia montaz oprawy jako
natynkowej lub wbudowanie w sufity G-K

Akcesoria dodatkowe:

UQRAM — malowana na biato ramka aluminiowa do montazu
natynkowego

QVESTRAM — malowana na biato ramka aluminiowa do montazu
podtynkowego w sufitach G-K

VESTRAMAG00 — biata ramka stalowa do montazu podtynkowego w
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Recessed LED fitting

Body:

White (black) painted metal sheet

Optic:

PC reflector + clear PMMA lens

B50 — white reflector with lens 50°

B80 — white reflector with lens 80°

C50 — black reflector with lens 50°

C80 — black reflector with lens 80°

Application:

recessed installation into modular ceiling 600 or 625 mm

using accesories the panel can be also installed as surface or
recessed into a gypsum plasterboard

Accessories:

UQRAM — white painted aluminium frame for surface installation
QVESTRAM — white painted aluminium frame for recessed installation
into a gypsum plasterboard

VESTRAMAGBOO — white painted metal frame for recessed installation
into gypsum
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Oznaczenie kodowe oprawy / codes: ES3000A3BB80/2/600/ND
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Im modut 600 modut 625
ES w C kg
B50,B80 | C50,C80 A B A B
ES1500A /1 11 1400 1250
1.8
ES3000A /1 22 3000 2700
ES3000A /2 23 2900 2600
ES4000A /2 28 4400 4000 596 596 622 622
ESG000A /2 42 6100 5500 2,0
25
ES3000A /44 18 2750 2400
ES4000A /44 27 3900 3500
ES3000C /1 23 2900 2600
ES4000C /1 28 4400 4000 1196 296 1245 310 2,0
ES6000C /1 42 6100 5500

Im — strumien $wietlny z oprawy / luminaire light output

W zwigzku ze statym rozwojem technologii LED, parametry moga ulec zmianie. Strumien $wietlny i obcigzenie elektryczne moga sie waha¢ +/- 10% od wartosci
nominalnych. Temperatura barwowa moze sie waha¢ +/- 150K od wartosci nominalnej. Uszkodzenie 1 punktu LED nie ma wptywu na skuteczno$¢ swieting oprawy
i nie jest podstawg do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and

connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.



