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Oprawa liniowa LED

Korpus:
Malowana na biało (RAL 9003) blacha stalowa
System optyczny:
KO – klosz PS opal
KN – klosz PS mikropryzmatyczny
LED:
Mid Power LED
CRI 80 (CRI 90 na życzenie)
2... 2700K
3... 3000K
4... 4000K
5... 5700K
Wyposażenie elektryczne:
driver stałoprądowy LED
ND – nieściemnialny (standard)
DALI – regulowany DALI
Montaż:
Montaż nasufitowy przy użyciu zestawu magnesów (standardowe   
wyposażenie)
Możliwość zwieszania (zestaw zwieszaków zamawiany oddzielnie)
ZH/UNI2 – oprawy EPK RS
ZH/UNI4 – oprawy EPK SS
Akcesoria dodatkowe:
ZH/UNI2 – uniwersalny zwieszak 2-linkowy
ZH/UNI4 – uniwersalny zwieszak 4-linkowy

LED linear fittings

Body:
White painted (RAL 9003) metal sheet
Optic:
KO – opal PS cover
KN – microprizmatic PS cover
LED:
Mid Power LED
CRI 80 (CRI 90 on request)
2... extra warm white 2700K
3... warm white 3000K
4... cold white 4000K
5... daylight 5700K
Wiring:
LED driver (constant current)
ND – not dimmable (standard)
DALI – digital dimmable DALI
Application:
Surface installation using magnetic holders (part of the package)
Pendant installation using suspension set (extra accessories)
ZH/UNI2 – fittings EPK RS
ZH/UNI4 – fittings EPK SS
Accessories:
ZH/UNI2 – universal 2-wires suspension
ZH/UNI4 – universal 4-wires suspension

UCHWYT MAGNETYCZNY / 
MAGNETIC HOLDER

ZH/UNI2 KLOSZ OPAL / OPAL COVER DRIVER

EFEKTA PK

EPK KN

EPK KO



Oznaczenie kodowe oprawy / codes: EPK4000RS3KN/1/ND

EPK 4000 R S 3 KN /1 /ND

W lm (KO) lm (KN) A B C X Y kg

EPK2000 RS&/1 15 1850 1950 655 255 40 500 - 0,8

EPK2000 SS&/1 15 1850 1950 595 595 40 500 500 2

EPK3000 SS&/1 20 2500 2650 595 595 40 500 500 2

EPK3000 SS&/2 19 2650 2800 595 595 40 500 500 2

EPK4000 SS&/2 30 3900 4100 595 595 40 500 500 2

EPK6000 SS&/2 48 5700 6000 595 595 40 500 500 2

EPK4000 RM&/1 28 4000 4200 1230 225 40 1140 - 2

EPK6000 RM&/1 51 5600 5900 1230 225 40 1140 - 2

EPK4000 RL&/1 34 4200 4400 1535 225 40 1300 - 2,6

EPK6000 RL&/1 46 5500 5800 1535 225 40 1300 - 2,6

& - 2 = 2700K, 3 = 3000K, 4 = 4000K, 5=5700K lm – strumień świetlny z oprawy / luminaire light output     # - wyp. elektryczne / wiring

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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