
FLY
       

   

Oprawa LED

Korpus:
Szara metalowa skrzynia osprzętu (opcjonalnie w kolorze białym lub 
czarnym)
System optyczny:
Światłoprzewodząca płyta akrylowa
LED:
Mid Power LED
3…ciepłobiała barwa 3000K
4…chłodnobiała barwa 4000K
5…dzienna barwa 5700K
MIXW - regulowana biała 3000-6000K
Wyposażenie elektryczne:
driver LED prądowy
ND – nieściemniany (standard)
DALI – ściemnialny cyfrowo DALI
MOWI – inteligentna regulacja bezprzewodowa
Wersje i kształt:
FLY...RM - prostokąt 1227×435mm
FLY...S - natynkowa 638×435 mm
Uwagi:
Linkowy zestaw zwieszakowy zawierający przeźroczysty kabel 
zasilający (2 m długości) w zestawie

Pendant direct/indirect LED fittings

Body:
Metal gear box finnished in grey color (optionaly in white or black)
Optic:
Translucent acrylic layer
LED:
Mid Power LED
3…warm white 3000K
4…cold white 4000K
5…daylight 5700K
MIXW - tunable white 3000-6000K
Wiring:
LED current driver
ND – not dimmable (standard)
DALI - dimmable DALI
MOWI – intelligent wireles control
Version (body shape):
FLY...RM - rectangle 1227×435mm
FLY...S - surfaced 638×435 mm
Note:
Cord suspension set incl. transparent power supply cable (2 m length)
is standardly included in a packing

ŚWIATŁOPRZEWODZĄCA
PŁYTA / ACRYLIC LAYER

SKRZYNKA OSPRZĘTU /
DRIVER BOX

PŁYTA / 
TRANSLUCENT LAYER

ZAWIESIE / HINGE

FLY

FLY4000RM



Oznaczenie kodowe oprawy / codes: FLY4000RM3GP/ND

FLY 4000 R M 3 G P /ND

W lm A B X Y kg

FLYS3000RS&# 26 3500 638 435 224 23 4,5

FLY4000RM&# 44 5500 1227 435 445 45 7

FLY6000RM&# 63 7700 1227 435 445 45 7

FLY8000RM&# 77 9000 1227 435 445 45 7

FLY4000RM/MIX 49 5600 1227 435 445 45 7

& - 3 = 3000K, 4 = 4000K, 5 = 5700K        lm – strumień świetlny z oprawy / luminaire light output       # - wyp. elektryczne / wiring

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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