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Oświetlenie uliczne LED

Korpus:
czarna (lub szara) blacha aluminiowa
ODM S – mały korpus (długość 357 mm)
ODM M – większy korpus (długość 422 mm)
stały uchwyt
System optyczny:
przezroczyste soczewki PMMA
R – niesymetryczna optyka do oświetlania dróg
P – symetryczna optyka do otwartych przestrzeni
Zastosowanie:
Oprawa do oświetlania chodników, ścieżek rowerowych, dróg 
i parkingów w przestrzeniach mieszkalnych
zalecana wysokośc montażu 4 – 6 m
Warianty wyposażenia:
zasilanie 220-240 V 50/60 Hz
ND – driver nieściemniany
REG – driver ściemnialny
V60 – z kołnierzem na wspornik 60 mm
Akcesoria:
245039902 – uchwyt ścienny

LED street light fitting

Body:
black (optionally gray) painted aluminum sheet
ODM S - small body (lenght 357mm)
ODM M - large body (lenght 422mm)
fixed flange
Optical system:
clear PMMA lenses
R - non-symmetrical optics for road lighting
P - symmetrical optics for open areas
Application:
Luminaire for lighting sidewalks and bike paths,
roads and parking lots in residential areas
Recommended installation height 4-6m
Variants:
ND - fixed light output
REG - luminaire with the possibility of power regulation
V60 - luminaire with flange for bracket 60mm
Accessories:
245039902 - wall lamp holder

ODM5000 M
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Oznaczenie kodowe oprawy / codes: ODM2500S4RC/NDV60

ODM 2500 S 4 W C ND V60

lm – strumień świetlny z oprawy / luminaire light output

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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