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Korpus:
stal nierdzewna, odporna na uderzenia i chemicznie agresywne
środowisko, klipsy ze stali
System optyczny:
odbłyśnik z białej blachy stalowej
klosz z hartowanego, częściowo opalizowanego szkła
LED:
CRI>80, 4000 K (standard), 3000K, 5000K, 6500K
opcjonalnie CRI>90, 3000K, 4000K, 5000K, 6500K
Wyposażenie elektryczne:
Driver prądowy LED
ND – nieściemnialny (standard)
DALI – ściemnialny cyfrowo DALI
Możliwość okablowania przelotowego 1- lub 3-fazowego
Przeznaczenie:
Oprawa przeciwwybuchowa do strefy 2,22 zagrożenia wybuchem
Ex II 3G Ex nR IIC T6 Gc
Ex II 3D Ex tc IIIC T70°C Dc
certyfikat TÜV CY 23 ATEX 0206818 X
oprawę można montować nasufitowo lub zwieszakowo przy
pomocy oczek w obiektach przemysłowych, sportowych,
magazynach, halach montażowych o wymaganej dużej
odporności chemicznej i szczelności opraw. Oprawy standardowo 
przeznaczone są do pracy w warunkach ta -25oC – 45oC (tabela)
Warianty wykonania:
1F – 1-fazowe okablowanie przelotowe
3F – 3-fazowe okablowanie przelotowe

Body:
stainless sheet, impact-resistant, chemically resistant, stainless
clips
Optic:
reflector made of white steel sheet
diffuser made of satinated tempered safety glass
LED:
CRI>80, 4000 K (standard), 3000K, 5000K, 6500K
optional CRI>90, 3000K, 4000K, 5000K, 6500K
Wiring:
LED current driver
ND - not-dimmable LED driver (standard)
DALI - DALI dimmable LED driver
Possibility to through-wiring 1- or 3-phase
Application:
Light fitting for the environment with a danger of explosion (zone 2,22)
Ex II 3G Ex nR IIC T6 Gc
Ex II 3D Ex tc IIIC T70°C Dc
certification TÜV CY 23 ATEX 0206818 X
these fittings can be used as  surface mounted or suspended
in industrial indoor or outdoor areas, workshops, sport halls,
agricultural buildings, garages, warehouses and laboratories;
the light fi tting is resistant to deformation, dust, spouting water
and chemically aggressive environment.
Ambient temperature: ta -25oC – 45oC (see table)
On request:
1F – 1-phase 3 core through-wiring in the luminaire
3F – 3-phase 5 core through-wiring in the luminaire

MONTAŻ NATYNOWY
ATTACHMENT DIRECTLY

MONTAŻ ZWIESZAKOWY
SUSPENSION

DETAL
DETAILED VIEW

DETAL
DETAILED VIEW

PERUN SLIM Ex 1.4ft 6400/840

PERUN SLIM Ex 



W lm* lm/W ta [OC] A D kg

PERUN SLIM Ex 1.2ft 1600/8#0 & 10,5 1300 124 -25 – +45 680 360 2,4

PERUN SLIM Ex 1.2ft 2200/8#0 & 14,6 1890 129 -25 – +45 680 360 2,4

PERUN SLIM Ex 1.4ft 3200/8#0 & 20,1 2610 130 -25 – +45 1290 850 4,3

PERUN SLIM Ex 1.4ft 4400/8#0 & 27,3 3620 133 -25 – +45 1290 850 4,3

PERUN SLIM Ex 1.4ft 6400/8#0 & 38,5 5200 135 -25 – +40 1290 850 4,3

PERUN SLIM Ex 1.4ft 8800/8#0 & 52,8 7180 136 -25 – +40 1290 850 4,3

PERUN SLIM Ex 1.5ft 4000/8#0 & 25,3 3340 132 -25 – +45 1600 1050 5,3

PERUN SLIM Ex 1.5ft 5500/8#0 & 33,3 4470 134 -25 – +45 1600 1050 5,3

PERUN SLIM Ex 1.5ft 8000/8#0 & 47,4 6420 135 -25 – +40 1600 1050 5,3

PERUN SLIM Ex 1.5ft 11000/8#0 & 64,7 9010 139 -25 – +40 1600 1050 5,3

* - wartość strumienia z oprawy / luminous flux of light fitting
Pozycje kodu do zamówienia / add to basic code: 
# - 3=3000K, 4=4000K, 5=5000K, 6=6500K; 
& - ND, DALI, 1F, 3F

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10#. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.


