
PRIMA LED Ex
        

      

Korpus:
wykonany metodą wtryskową z poliwęglanu (PC) w  barwie
szarej. Klipsy zamykające klosz ze stali nierdzewnej, poliamidu
i 15% włókna szklanego

Reflektor:
biała blacha stalowa

System optyczny:
PC – klosz z poliwęglanu

Wyposażenie elektryczne:
Driver prądowy LED
możliwość okablowania przelotowego

LED:
CRI>80, 4000 K (standard), 3000K, 5000K

Przeznaczenie:
obiekty przemysłowe, magazyny, hale montażowe w miejscach
narażonych na niebezpieczeństwo wybuchu; strefa 2,22: 
Ex II 3G Ex nR IIC T6 Gc; Ex II 3D Ex tc IIIC T70OC Dc
temperatura otoczenia -25OC – +55 OC

Akcesoria dodatkowe:
OM – kosz ochronny

Dodatkowe informacje:
zestaw uchwytów do montażu zwieszakowego i nasufitowego
w standardzie.

Body:
grey polycarbonate (PC); 
clips made of stainless steel and polyamide + 15% glass fibre

Reflector:
white steel sheet

Optic:
PC – polycarbonate cover

Wiring:
LED current driver
possibility to through-wiring of up to 10 wires at body

LED:
CRI>80, 4000 K (standard), 3000K, 5000K

Application:
Industrial indoor or outdoor areas, workshops, agricultural
buildings, garages, warehouses and laboratories with danger 
of expolsion; zone 2,22:
Ex II 3G Ex nR IIC T6 Gc; Ex II 3D Ex tc IIIC T70OC Dc
suitable for work in conditions ta -25OC – +55 OC

Accessories:
OM – protecting grid

Note:
package contains stainless hooks and stainless brackets.

PRIMA 1.x ft PRIMA 2.x ft MONTAŻ ZWIESZANY /
SUSPENSION

MONTAŻ BOCZNY /
SIDE HANGER

PRIMA LED Ex 2.4ft PCc

PRIMA LED Ex 2.4ft PCc 6400



W lm* lm/W** ta [OC] A D kg

PRIMA LED Ex 1.2ft PCc 1600/840 11 1690 154 -25 – +60 662 350 2,0

PRIMA LED Ex 1.2ft PCc 2200/840 16 2350 147 -25 – +55 662 350 2,0

PRIMA LED Ex 1.4ft PCc 3200/840 23 3330 145 -25 – +60 1272 700 3,2

PRIMA LED Ex 1.4ft PCc 4400/840 31 4660 150 -25 – +55 1272 700 3,3

PRIMA LED Ex 1.4ft PCc 6400/840 44 6710 153 -25 – +55 1272 700 3,3

PRIMA LED Ex 1.5ft PCc 4000/840 27 4150 154 -25 – +60 1572 940 4,1

PRIMA LED Ex 1.5ft PCc 5500/840 38 5810 153 -25 – +55 1572 940 4,2

PRIMA LED Ex 1.5ft PCc 8000/840 53 8300 157 -25 – +55 1572 940 4,2

PRIMA LED Ex 2.2ft PCc 3200/840 22 3330 151 -25 – +60 662 350 2,1

PRIMA LED Ex 2.2ft PCc 4400/840 31 4710 152 -25 – +55 662 350 2,1

PRIMA LED Ex 2.4ft PCc 6400/840 43 6710 156 -25 – +60 1272 700 3,4

PRIMA LED Ex 2.4ft PCc 8800/840 60 9340 156 -25 – +55 1272 700 3,5

PRIMA LED Ex 2.4ft PCc 12800/840 85 13330 157 -25 – +40 1272 700 3,7

PRIMA LED Ex 2.5ft PCc 8000/840 54 8310 154 -25 – +60 1572 940 4,3

PRIMA LED Ex 2.5ft PCc 11000/840 71 11080 156 -25 – +55 1572 940 4,4

PRIMA LED Ex 2.5ft PCc 16000/840 106 16520 156 -25 – +40 1572 940 4,6

PRIMA LED Ex 2.5ft PCc 20000/840 118 17660 150 -25 – +40 1572 940 4,6

* - wartość strumienia z oprawy ; luminous flux of luminaire ** - wydajność oprawy ; system efficacy

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.


