
RAMBO-Ex-LED
     

  

Oprawa przeciwwybuchowa

Korpus: 
Zamknięta w stalowej obudowie przezroczysta tuba z 
poliwęglanu o grubości ścianki 4mm i średnicy 70mm 
Wyposażenie elektryczne:
uniwersalny driver LED: 110-254 V 50/60 Hz; 220-250 V 0 Hz
LED, 4000K, CRI +80
Zastosowanie: 
oprawy przeznaczone do oświetlenia stref i obiektów, gdzie
występuje niebezpieczeństwo wybuchu w strefie 1,21; 
certyfikat FTZU 17 ATEX 0053X 
Informacje dodatkowe: 
wersja WOD (bez rozłącznika):
Ex II 2G Ex eb mb op is IIC T4 G
Ex II 2D Ex tb op is IIIC T59°C D
wersja D (z rozłącznikiem):
Ex II 2G Ex db eb mb op is IIC T4 Gb
Ex II 2D Ex tb op is IIIC T59°C D
Akcesoria dodatkowe: 
004569 – specjalna śruba zabezpieczająca
002020 – klucz do śrub specjalnych
uchwyt kątowy 30O

EX-proof luminaire

Body: 
transparent polycarbonate tube with outside diameter 70mm 
and 4mm thick in metal sheet body.
Wiring:
universal LED driver: 110-254 V 50/60 Hz; 220-250 V 0 Hz
LED, 4000K, CRI +80
Application: 
the application of light fixtures in areas with danger of 
explosion (zone 1,21); 
certyficate FTZU 17 ATEX 0053X
Note: 
WOD version (without disconnector):
Ex II 2G Ex eb mb op is IIC T4 G
Ex II 2D Ex tb op is IIIC T59°C D
D version (with disconnector):
Ex II 2G Ex db eb mb op is IIC T4 Gb
Ex II 2D Ex tb op is IIIC T59°C D
Special equipment: 
004569 – screw with special head
002020 – spanner for mounting and dismantling special screw
corner bracket 30O

lm (z oprawy/of fitting) W Ta [°C] A B C D E kg

RAMBO-Ex-LED-@-2750-118-4K 1953 16 50 1318 113 76 1148 60 7,6

RAMBO-Ex-LED-@-4000-118-4K 2835 28 50 1318 113 76 1148 60 7,6

RAMBO-Ex-LED-@-5500-136-4K 3794 30 45 1878 113 76 1708 60 11

RAMBO-Ex-LED-@-8000-136-4K 5441 51 45 1878 113 76 1708 60 11

@ - WOD / D
Ta min -20°C

W związku ze stałym rozwojem technologii LED, parametry mogą ulec zmianie. Strumień świetlny i obciążenie elektryczne mogą się wahać +/- 10% od wartości
nominalnych. Temperatura barwowa może się wahać +/- 150K od wartości nominalnej. Uszkodzenie 1 punktu LED nie ma wpływu na skuteczność świetlną oprawy
i nie jest podstawą do reklamacji takiej oprawy. | Due to program of products development a data can be changed without notice. Luminous flux and
connected electrical load are subject to an initial tolerance of up to + / - 10%. Color temperature is subject to a tolerance of up to +/-150 K from the nominal value.
The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire and is therefore no reason for complaint.
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